PSYCHIATRIC PATIENT CARE AREAS

	

	DATE:
	LOCATION:
	INSPECTED BY



	

	PART I:  WRTTEN PROGRAMS, TRAINING, AND RECORDKEEPING

	ESSENTIAL DOCUMENTATION IS READILY ACCESSIBLE
	SAFETY TRAINING IS DOCUMENTED FOR ALL HEALTHCARE WORKERS (HCWs)

	
	OSHA Poster (DD Form 2272)
	
	Safety risks in the work area

	
	Written safety program & departmental safety SOPs 
	
	Reporting accidents, incidents, and property damage

	
	Emergency evacuation and response plans
	
	Actions to eliminate, minimize, or report safety risks

	
	Hazard communication plan
	
	

	
	Hazardous chemical inventory
	
	Selection, storage, use, and, availability of protective equipment (PPE)

	
	Material safety data sheets (MSDSs)
	
	

	
	Weight-testing results for break-away hardware (Note:  must work as designed for the lightest weight patient)
	
	Selection, handling, storage, use, and disposal of hazardous materials and wastes

	WRITTEN PROGRAMS ARE CURRENT
	
	Emergency procedures for handling hazardous spills or exposures

	
	Written safety programs and SOPs are dated within 3 years
	
	Use and function of fire alarm systems

	
	
	
	Fire evacuation routes

	
	Hazard chemical inventory is dated within 1 year
	
	Roles and responsibilities in preparing for building evacuation

	

	PART II:  EQUIPMENT

	HARMFUL ARTICLES
	PORTABLE FIRE EXTINGUISHERS

	
	No glass vases, safety pins, tacks, bulletin board pins, etc.
	
	Location marked with a highly visible sign

	
	
	
	Secured, but accessible

	
	No plastic trash can liners
	
	Visually inspected every 30

	
	Disposable gloves disposed in a manner to prevent retrieval
	FIRE ALARM PULL STATIONS

	
	
	
	Tamper-resistant

	
	No HAZMAT storage in patient accessible areas
	FURNITURE

	
	
	
	Platform beds with no bedposts

	NURSE CALL BUTTONS
	
	Solid, heavy furniture

	
	Provisions made for easy removal or for call button outlets covered
	ELECTRICAL EQUIPMENT

	
	
	
	Cords and plugs in good condition

	WHEEL CHAIRS AND GURNEYS
	
	Cords shortened in patient accessible areas

	
	Stored outside the unit if possible
	COMPRESSED GASES

	HAZARDOUS CHEMICALS
	
	Quantity of oxygen cylinders limited to 12 size E or 1 size H

	
	Chemicals properly labeled with identity
	
	

	
	Chemicals stored in approved cabinets and/or locations
	
	Each oxygen cylinder tagged showing oxygen purity is at least 99%

	
	Chemicals stored in safe quantities
	
	Cylinders capped when not in use

	
	Chemicals stored with compatible materials
	
	Cylinders secured when stored upright

	
	Spill clean up materials available
	MEDICINE AND SHARPS STORAGE

	PERSONAL PROTECTIVE EQUIPMENT
	
	Refrigerator temperatures within designated ranges

	
	Appropriate for the hazard(s)
	
	

	
	Clean and serviceable
	
	Storage containers are locked when unattended

	PANTRY EQUIPMENT
	SHARPS CONTAINERS

	
	Refrigerator temperatures within designated ranges
	
	Within easy reach

	
	
	
	Secured

	
	Ice machines clean and in good repair
	
	Not more than ¾ full

	
	Microwaves in good repair
	
	

	


	PART III: PHYSICAL FACILITY

	WALLS AND CEILINGS
	LIGHTING

	
	Tamper-resistant
	
	Tamper-resistant

	
	Free of moisture, stains, etc.
	
	Adequate task lighting

	FIRE AND SMOKE DOORS
	
	Adequate emergency lighting

	
	Close and latch properly
	NOISE

	
	Doors equipped with automatic closers are not blocked open
	
	Rooms afford patient privacy

	
	
	VENTILATION

	WINDOWS
	
	Air distribution devices tamper-resistant

	
	Open no more than a few inches
	
	Comfortable temperature ranges

	
	Safety glazing and equipped with locks and other appropriate security features
	
	Adequate to remove odors

	
	
	BATHROOMS

	
	No Venetian blinds or drapery cords
	
	Not lockable from within

	FLOORS
	
	Door swings outward

	
	Free from breaks, loose tiles, or any obstructions
	
	Break-away soap dispensers, paper towel and toilet paper dispensers (if used) 

	
	
	
	Break-away towel racks (if used)

	EXITS 
	
	Break-away shower curtain rods (if used)

	
	Staff maintains keys at all times (if locked)
	
	Grab bars installed low & angled downward

	
	Corridors and stairwells clear and unobstructed
	
	Shower controls mounted low & angled downward or push-button type

	
	Exits signs adequately illuminated
	
	Mirrors and ceiling fixtures are shatterproof

	DOORS
	
	Non weight bearing hooks (if provided)

	
	No unnecessary door-closing hardware
	
	Areas under sinks boxed in to prevent access to piping

	
	Staff offices and storage rooms kept locked
	
	

	CLOSETS
	SECLUSION ROOMS

	
	Small enough to prevent individuals from entering and closing the door
	
	Provisions for staff observation while maintaining patient privacy 

	
	Collapsible rods
	
	Door swings outward

	
	Non weight bearing hooks
	
	Walls free of objects

	SPRINKLERS
	ELECTRICAL RECEPTACLES

	
	18 inch vertical space between sprinkler heads and top of storage
	
	Nonessential outlets removed or covered

	
	
	
	Equipped with GFCI

	
	Tamper-resistant sprinkler heads 
	
	Face plates not missing or damaged

	

	PART IV:  DEFICIEINCIES AND CORRECTIVE ACTIONS
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