
What’s new as of 24 July 00 - 
 
1.  USACE Guide Specification CEGS-13281, Lead Hazard Control Activities (Jun 00) 
covers lead hazard control and cleanup work.  It replaces CEGS-02090, Lead Based Paint 
(LBP) Abatement and Disposal (Apr 94). 
 
2.  The following ASTM standards for lead have been updated from their 1994-95 
versions and re-published: 
 
ASTM E1613-99 Standard Test Method for Analysis of Digested Samples for Lead by 
Inductively Coupled Plasma Atomic Emission Spectrometry (ICP-AES), Flame Atomic 
Absorption (FAAS), or Graphite Furnace Atomic Absorption (GFAAS) Techniques 
 
ASTM E1727-99 Standard Practice for Field Collection of Soil Samples for Lead 
Determination by Atomic Spectrometry Techniques 
 
ASTM E1729-99 Standard Practice for Field Collection of Dried Paint Samples for Lead 
Determination by Atomic Spectrometry Techniques 
 
ASTM E1728-99 Standard Practice for Field Collection of Settled Dust Samples Using 
Wipe Sampling Methods for Lead Determination by Atomic Spectrometry Techniques 
 
ASTM E1741-00 Standard Practice for Preparation of Airborne Particulate Lead Samples 
Collected During Abatement and Construction Activities for Subsequent Analysis by 
Atomic Spectrometry 


